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Low Surface Energy Simulated Divided Light Muntin Tape
(LSE-SDL Muntin Tape)
West Deptford, NJ –  LAMATEK, Inc, supplier of high performance foam tapes and gaskets for the fenestration markets, introduces a second-generation muntin bar tape for low surface energy materials. 

The new LSE-SDL (Low Surface Energy Simulated Divided Light) tape system was developed specifically for Kynar®500 flouropolymer, Vitrasil® acrylic polyester and powder coated finishes. All LAMATEK muntin tape systems eliminate the need for liquid silane adhesion promoters. 

The LSE-SDL series provides long-term indoor and outdoor adhesion to a variety of window substrates including easy to clean and “self cleaning” glass. The system also bonds to cellular PVC, vinyl, primed and unprimed wood, plastic, and painted aluminum muntin bars. 

Establishing a new standard for muntin bar adhesives, LAMATEK’s LSE-SDL muntin bar tapes  maintain high shear, tensile, and cleavage strength while providing resistance to air, water, detergents, moisture, UV light and dust.  The new LSE-SDL product is available in .032 black. 

For more information contact Janine Clauss, LAMATEK’s Fenestration Account Manager, at jclauss@lamatek.com or 800-LAMATEK x117.  Learn more about LAMATEK’s complete line of fenestration specific tapes and gaskets at www.lamatek.com. 







